
TEMPERATURE
• “–” – от -40° (default)
• LT – от -60° (option)

Operating temperature: from -40°C

SINGLE STAGE PRESSURE REGULATOR RPB1C (RP MODEL)

Regulator configurations

Ordering information

MATERIAL
• P - nickel plated brass

P O2 LTRPB1D --- - -A6MF4N10

INLET OUTLET

Рамповый регулятор давления серии RPB1 с мембраной из нержавеющей 
стали является отличным решением для работы с неагрессивными газами. 
Большой ассортимент конфигураций, типов INLETных и OUTLETных подсо-

единений, экономичность и удобство использования обеспечивают возмож-

ность применения для очень широкого круга задач. Наличие предохрани-

тельного клапана гарантирует высокую степень безопасности. На корпусе 
регулятора давления есть четыре резьбовых отверстия для простоты крепле-

ния на панель.

Part number Pressure INLET OUTLET

RPB1DP-CB-1.5-F4N От 0 до 1.5 бар NPT ¼” NPT ¼”

RPB1DP-CB-4-F4N От 0 до 4 бар NPT ¼” NPT ¼”

RPB1DP-CB-10-F4N От 0 до 10 бар NPT ¼” NPT ¼”

RPB1DP-CB-16-F4N От 0 до 16 бар NPT ¼” NPT ¼”

RPB1DP-DD-1.5-F4N От 0 до 1.5 бар NPT ¼” NPT ¼”

RPB1DP-DD-4-F4N От 0 до 4 бар NPT ¼” NPT ¼”

RPB1DP-DD-10-F4N От 0 до 10 бар NPT ¼” NPT ¼”

RPB1DP-DD-16-F4N От 0 до 16 бар NPT ¼” NPT ¼”

RPB1DP-CM-1.5-F4N От 0 до 1.5 бар NPT ¼” NPT ¼”

RPB1DP-CM-4-F4N От 0 до 4 бар NPT ¼” NPT ¼”

RPB1DP-CM-10-F4N От 0 до 10 бар NPT ¼” NPT ¼”

RPB1DP-CM-16-F4N От 0 до 16 бар NPT ¼” NPT ¼”

RPB1DP-CA-1.5-F4N От 0 до 1.5 бар NPT ¼” NPT ¼”

RPB1DP-CA-4-F4N От 0 до 4 бар NPT ¼” NPT ¼”

RPB1DP-CA-10-F4N От 0 до 10 бар NPT ¼” NPT ¼”

RPB1DP-CA-16-F4N От 0 до 16 бар NPT ¼” NPT ¼”

RPB1DP-C1-1.5-F4N От 0 до 1.5 бар NPT ¼” NPT ¼”

RPB1DP-C1-4-F4N От 0 до 4 бар NPT ¼” NPT ¼”

RPB1DP-C1-10-F4N От 0 до 10 бар NPT ¼” NPT ¼”

RPB1DP-C1-16-F4N От 0 до 16 бар NPT ¼” NPT ¼”
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PORTS CONFIGURATIONS

With gauges and SV

With gauges and SV

With gauges and SV

With gauges

Without gauges and SV

SERIES

CB

DD

GAS

• “–” – air, nitrogen and neutral gas (default)

• O2 – oxyge

• H2 – hydrogen

• CО2 – carbonic acid 

• AR – argon

• СН4 – methane

• HE – helium

CONNECTIONS IN INLET AND OUTLET
• A3M - tube fitting 3mm
• A6M - tube fitting 6mm
• A8M - tube fitting 8mm
• A10M - tube fitting 10mm
• A12M - tube fitting 12mm
• A1T - tube fitting 1/16’’
• A2T - tube fitting 1/8’’
• A4T - tube fitting 1/4’’

• P3M - collet fitting 3mm
• P6M - collet fitting 6mm
• P8M - collet fitting 8mm
• P10M - collet fitting 10mm
• P12M - collet fitting 12mm
• F4N - Female thread 1/4’’ NPT

• M4N - Male thread 1/4’’ NPT

* other on request

OUTLET RANGE
• 1.5 - from 0 to 1.5 bar
• 4 - from 0 to 4 bar
• 10 - from 0 to 10 bar
• 16 - from 0 to 16 bar
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